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FACTORY CONFIGURATION 


ADDRESS 
, 

(X) Standard (777170) 
() Dual (777170), (777174) & (777150) 
VECTOR 
(X) Standard (264) 
() Dual (264) & (270) 
BOOTSTRAP 
(X) Disabled 
() Enabled 

***NOTE*** 


Before enabling MXV22 Controller bootstrap, ensure that all other sys- 
tem bootstraps are disabled. 


BOOTSTRAP ADDRESS (U39) 


(X) MTI-1015A (Standard) MXV22-1 
MTI-1018A (Standard) MXV22-4 
MTI-1019A (Standard) MXV22-5 
See Address Vector Option Configuration 


STEP RATE SELECT 


() (Sms) Drives 
(X) (6-12ms) Drives 


Micro Technology, Inc. 


1620 Miraloma Avenue ¢ Placentia, California 92670 © (714) 632-7580 
810010-126, 426, 526 


MXV22 Floppy Disk Controller 


Factory 
Test 


Factory 
Test 


22 Bit 
Address 


Step 
Rate 


W37 38 


Address 
Boot- W41 mgatanes Selection 
Strap * w 
je W14 13 12< Write 
W42 43 17 16 Precom- 
we0 19 1 pensation 
: W10 sie Bae Interrupt 
TBS7 ‘* de ae Priority _ 
2 W23 22 21 
=e W24 30 29 
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* * <¢ 


W25 31 28 
* * 


* 


* * * 


W26 32 27 


MXV22 Jumper Locations 
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dailavsid 
2 14S YNVa 


Ga 1eVN3 
«Z 14S ANVG 


aga1gvsid 
“LOUd LYM 
TWV4 YAMOd 


GalgVNa 
‘LOWd LYM 
* IW4 YSMOd 


Ga1aVvsia 
xdddgv Lid-ce 


aa1aVNa 
Yadav LId-c2 


ga1avsia 
dWOO0sdd SLIYM 


da T1aVNa 
xd NOOAYd ALINM 


da1eVvsid 
xdVY1LS LOO 


aa1aVN4 
dVu¥1SLOOE 


FACTORY INSTALLED - DO NOT REMOVE 
FACTORY INSTALLED - DO NOT REMOVE 
FACTORY INSTALLED - DO NOT REMOVE 


MUST ALWAYS BE OUT 
MUST ALWAYS BE OUT 


1 
? 


LL-OLM 
NOILdO 


Sdadwnr 


: 


Address & Vector* OUT OUT 
Dual Secondary 
* Factory Preset 


Note: Vector is 264 for Primary Address, 270 for Secondary 
Address/Vector Selection 


JUMPERS 
OnniOn W51-52 W50-52 


Primary 
Secondary 
Boot Address ask yey, 


Boot Address Selection 


MODEL TOP ASSY DEVICE ADDRESS BOOT ADDRESS 
NUMBER NUMBER PRIMARY | SECONDARY | PRIMARY | SECONDARY 
777150 & 
MXV22 - 1 777170 777174 773000 773100 
MXV22 - 4 777170 777150 773000 773100 
MXV22 - 5 -507 777170 T77174 773000 776000 


Boot Address Configuration 


JUMPERS 
STEP RATE DS1/DS2 DS3/DS4 


Ce Ly ee 


* Factory Preset 


Step Rate Selection 


priority | AS. MONI JUMPERS 
LEVEL |SERT | TOR 


4* 5,6 | Out 
5 6 Out 
6 Ff In 
7 None | In 


* Factory Preset 


Priority Level Selection 
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